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4.8.4. Public Aisles between the blocks of stand areas
Exhibitors who are allocated in more than one block with public aisles in between the 
blocks of the booth are not allowed to build booth construction or advertising construction 
or any other building component or exhibit across these aisles. Aisles are not part of the 
rented raw space area. No promotion measures are allowed on these aisles.	

4.8.5. Other regulations
Exhibitors, whose stands border on the edge of the trade fair grounds, may not use the 
fence for their purposes. The fence outer side may not be used as advertising space. This 
also applies to setup and dismantling times.
Building components, stand signs and flags must be installed in such a way that they do 
not interfere unreasonably with others, especially not with other exhibitors or with visitors. 
Misleading company signs must be removed at the request of the trade fair management.
Rotary tower cranes and similar objects must be secured in line with regulations.
The hanging of advertising material or other loads from cranes, platforms and exhibits is 
prohibited for safety reasons. The general regulations and the regulations for the hall area, 
insofar as they can be applied to the outdoor exhibition grounds in the sense they are 
intended, also apply to the outdoor exhibition grounds.

4.9. Multi-Storey Constructions
4.9.1. Construction request
Multi-storey trade fair stands can only be built with the prior consent of MMI. However, 
approval is dependent on the projected location in the hall and the area belonging to it. 
Another decisive factor for approval is how the multi-storey stand affects the design and 
clear structure of the hall as well as the neighboring stands.

4.9.2. Conditions concerning stand area roofing, safety distances, height of stand 
interior rooms
The maximum structure height is set separately for each event and stated in the 
participation conditions.
The height clearance of interior rooms in multi-storey structures must be at least 2.40 m 
in the ground (first) floor as in the upper floor (second floor). If the covered area exceeds  
30 sqm, a sprinkler system must be installed. A sprinkler head should be installed for each 
12 sqm of covered/roofed area, and sprinkler protection must be provided for each room.

4.9.3. Live loads/assumed loads
The following should be estimated for the storey ceiling of a multi-storey trade fair stand 
in a trade fair hall: When used for meetings and customer support, i.e., furnishing with 
tables and chairs arranged freely or in meeting cabins, the storey ceiling must be designed 
for a live load of 3.5 kN/sqm. If there is unrestricted use as exhibition or sales room, as 
meeting room or a great number of chairs, the storey ceiling must be designed for a live 
load of 5.0 kN/sqm. The use should be entered clearly recognizable in the plans, which 
are submitted for approval.
Stairs must always be designed for a live load of 5.0 kN/sqm. Balustrades and railings 
should be designed for 1 kN/sqm at railing height. Proof must be submitted that the bearing 
load of the supports does not exceed the permissible bearing load of the hall floor.

4.9.4. Escape ways/stairs
Multi-storey stands up to 100 sqm of built-over area require only one stairway (min. width 
0.90 m), which must end outside of the built-over structure. The maximum escape way 
length from the upper storey to reaching of the hall aisle in the ground floor may not exceed 
25 m. Spiral staircases as required staircases are not permitted. If the upper storey area 
exceeds 100 sqm, at least two stairways arranged opposite each other are required. At 
least one of the two stairways must end in an area, which is not built over. Nothing may be 
stored and no shelves may be built in the area from and below flights of stairs without stair 
risers. Handrails must be easy to grab hold of and run without interruptions.

4.9.5. Construction materials
In multi-storey stands, the load-carrying construction components, ceiling of the ground 
floor and the floor of the upper floor must be composed of at least fireproof construction 
materials.
Construction materials normally used in trade fair structures are permitted for flooring and 
wall covering in the ground and upper floors. Anchoring in the hall floor is not permitted.
Multi-storey trade fair stands should be designed in such a way that they can be set up and 
dismantled within the time period projected for the event for setup and dismantling.
General construction law regulations must be observed. MMI reserves the right to apply any 
additional technical safety or fire safety requirements, which might become necessary.

4.9.6. Upper storey
All common rooms of the stand must have visual contact to the hall.
In the upper storey, rolling safeguards in a height of at least 0.05 m must be installed on 
the floor in the area of railings in the upper storey, if required. Railings should be installed 
in line with items 4.6 and 4.9.3.
None of the areas in the upper storey may have a closed ceiling/sail. Metal grating with a 
grid dimension of 1 cm x 1 cm is permitted. The open area above must be at least 80% of 
the floor area, including the light fixtures.

4.10. Dismantling Stands
Exhibitors must remove all stand construction material, all exhibition pieces and objects 
and all other exhibition material without exception and restore the original state of the 
exhibition area by the end of the dismantling time announced for each event (see the 
General Terms of Participation).
MMI is authorized but not obligated to transport away and store exhibition goods, which 
is still at the stands after the end of the dismantling time at the expense and own risk 
of the exhibitor as well as charge an appropriate handling fee from trade fair forwarding 
companies. MMI is authorized to dispose of exhibition material and all other objects, which 
an exhibitor has left behind after the end of the dismantling time.

5. Technical Safety Regulations, Technical Regulations, Supply of Technical Features
5.1. General regulations
Setup and dismantling work may only be carried out within the framework of the 
respectively valid labor and commercial laws.
Any damage caused by an exhibitor or a party contracted by an exhibitor on the trade fair 
grounds, buildings or facilities will be repaired by MMI at the expense of the exhibitor in 
question after the end of the event. During set-up and dismantling period in the exhibition 
area (hall and outdoor) wearing of a safety helmet is compulsory. It is necessary to wear 
safety helmets and safety belts and to carry out other safety measures against injuries that 
might be caused by falling objects in overhead work (height all of 2 m).
Only qualified overhead operation tools may be used. Unqualified ones are strictly prohibited. 
When passing tools or objects, throwing is forbidden. Overhead work after drinking alcohol 
is also strictly forbidden.

5.2. Use of tools
The use of cartridge-powered tools is prohibited.
The use of woodworking machines without chip suction-off is not permitted. Only cranes, 
forklifts and platforms may be used, which are made available by the service partners of MMI 
responsible for this. An agreement about this must be reach with MMI in special cases.

5.3. Electrical Installations
5.3.1. Connections
Only MMI or its suppliers may carry out electrical installations from the areas to the stands. 
The electrical installations, which are only to be carried out by MMI or its suppliers, include 
the main connection with electric power lines, main power fuse and-if applicable-main 
switch/electric supply meter. The exhibitor is not allowed to obtain electricity for his stand 
from such persons as have not been authorized to supply electricity by MMI. Exhibitors are 
expressly forbidden to obtain electricity from neighboring stands.
In the case of stands which require an extended use of power supply, exhibitors shall apply 
for permission in advance through MMI. Individual regulations have to be made. The use of 
generators at the stands is not permitted without the prior written consent of MMI.

A layout drawing should be sent with an order, which make the desired placement of the 
connections clear.
Exhibitors must ensure that the electric installation is designed in such a way that all 
current consumers at a stand can be operated simultaneously. If MMI determines that the 
electric installation ordered by the exhibitor does not permit simultaneous operation of all 
current consumers at a stand, MMI is authorized to upgrade the electric installation at the 
expense of the exhibitor even without an order from the exhibitor.
Electric installations are laid in the area channels insofar as possible, but possibly above 
ground if the location of the connection point requires this.
MMI is authorized to run electric power lines and connections, which serve neighboring 
stands, through the stand of an exhibitor, unless MMI can make the electric connection to 
the neighboring stand at the same or lower costs without running cables and connections 
through the stand of the exhibitor.
If the exhibitor wants to lay cables that cross traffic paths or other stands, prior consent 
of MMI is required. The cables must be laid road-worthy. The exhibitor pays the costs for 
this. If current consumption cannot be charged at a flat rate, it is charged at the prices 
stated in the Exhibitors’ Manual and via the determined consumption per kW/h using the 
built-in meter.
The power supply will be switched off in accordance with the terms or rules for the closing 
of the trade fair on the last trade fair day for safety reasons.

5.3.2. Stand installation
Within stands, installations may only be carried out by the exhibitor’s own skilled workers 
or by authorized specialist companies under observance of the regulations applicable at 
the event site and according to the current state of technology. The installation personnel 
must hold valid electrician operation certificate.
Electric installations within a stand can be carried out by MMI or its suppliers on order.
Connections, machines and equipment, which do not comply with the regulations or which 
have higher consumption than registered, are not permitted. They can be removed from the 
stand by MMI at the expense and own risk of the exhibitor and be stored for safekeeping.

5.3.3. Assembly and operating regulations
The complete electric installation must be carried out according to the latest applicable 
safety regulations valid at the event site. Conductive construction components are to be 
included in the measures for protection against indirect contact (stand earthing).
In addition, only cables with a minimum diameter of 1.5 sqmm. Cu may be used. Flat 
conductors of all types are not permitted. Uninsulated electric cables and terminals are 
not permitted in low-voltage systems. Secondary cables must be protected against short-
circuits and overloading.

5.3.4. Safety measures
All heat-generating and heat build-up electric equipment (hotplates, spotlights, 
transformers, etc.) must be installed on non-combustible, heat-resistant, asbestos-free 
supports and monitored adequately during operation.
Sufficient distance must be maintained to flammable materials in line with the heat 
generation. The heat-generating and heat build-up electric equipment are not allowed 
to be focused on nor be stationed near the fire sprinklers. Lighting fixtures may not be 
attached to flammable decorations, among other things. High-temperature lighting and 
neon lights could not be installed without permission and examination from the relevant 
authority. The installation height of neon lights should not be less than 2.5 m.
Outdoor lighting fixtures should be moisture-proof.

5.3.5. Safety lighting
Stands, in which the generally existing safety lighting is not effective due to special feature 
of their construction, require their own safety lighting additionally. It is to be designed in 
such a way that it ensures reliable finding of the general escape ways.

5.4. Water and sewage installations
5.4.1. Connections
Only MMI or its suppliers may carry out water and sewage installations from the areas to 
the stands. The water and sewage installations include the main water connection (water 
supply and drainage) with feed and outlet pipes as well as water meter if required. The 
exhibitor is not allowed to obtain water for his stand from such persons as have not been 
authorized to supply water by MMI.
Exhibitors are expressly forbidden to obtain water from neighboring stands. In the case 
of stands which require an extended supply of water and sewage, exhibitors shall apply 
for permission in advance through MMI. Individual regulations have to be made. Orders 
should be sent with connection plans (form in the Exhibitors’ Manual), which make the 
desired placement of these connections clear.
Exhibitors must ensure that the water and sewage installations are designed in such a way 
that all water consumers at a stand can be operated simultaneously. If MMI determines that 
the water and sewage installation ordered by the exhibitor does not permit simultaneous 
operation of all water consumers at a stand, MMI is authorized to upgrade the water 
and sewage installations at the expense of the exhibitor even without an order from the 
exhibitor. Water and sewage installations are laid in the area channels in the halls insofar 
as possible, but possibly above ground if the location of the connection point requires 
this. Water and sewage connections are possible in principle in the open-air exhibition 
grounds; pipes can be laid above or below ground. In exceptional cases when there is 
an unfavorable location, it might not be possible to install an ordered connection or extra 
costs can be expected.
MMI is authorized to run water and sewage pipes and connections, which serve 
neighboring stands, through the stand of an exhibitor, unless MMI can make the water and 
sewage connection to the neighboring stand at the same or lower costs without running 
pipes and connections through the stand of the exhibitor. If the exhibitor wants to lay pipes 
that cross traffic paths or other stands, prior consent of MMI is required. The pipes must 
be laid road-worthy. The exhibitor pays the costs for this.
If water consumption cannot be charged at a flat rate, it is charged at the prices stated 
in the Exhibitors’ Manual and via the determined consumption per cubic meter using the 
built-in meter.
Chemically polluted sewage may not be fed into the canal system.
The water supply and sewage disposal will be switched off in accordance with the terms or 
rules for the closing of the trade fair on the last trade fair day for safety reasons.

5.4.2. Stand installation
Within stands, plumbing installations (water and sewage installations) may only be carried 
out by the exhibitor’s own skilled workers or by authorized specialist companies under 
observance of the regulations applicable at the event site and according to the current 
state of technology.
Plumbing installations within a stand may be carried out by MMI or its suppliers on request.
If the plumbing installation work within a stand, which includes the connections of 
consumers (equipment with water or sewage connection such as sinks), is not carried out 
by MMI or its suppliers, the exhibitor must inform MMI in due time before the beginning 
of the work, at the latest 4 weeks before work begin, which special companies or skilled 
workers will carry out the plumbing installation work. If MMI does not receive this 
information in due time, MMI will connect the consumers at the expense of the exhibitor at 
the prices valid at the event time.
Connections, machines and equipment, which do not comply with the regulations or which 
have higher consumption than registered, are not permitted. They can be removed from the 
stand by MMI at the expense and own risk of the exhibitor and be stored for safekeeping.

5.5. Compressed air installations
5.5.1. Connections
Compressed air can be supplied to exhibition stands in the halls and in the open-air 
exhibition grounds. Supply in the halls is generally via a connection to a compressor 
station. MMI reserves the right to install a compressor for compressed air supply at a 
stand, for example when there is little need for compressed air. The compressed air 
provided by exhibitors is forbidden to be used. The exhibitor is not allowed to obtain 
compressed air for his stand from such persons as have not been authorized to supply 
compressed air by MMI.
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Exhibitors are expressly forbidden to obtain compressed air from neighboring stands. 
Only MMI or its suppliers may carry out compressed air installations from the trade 
fair compressed air network to the stands. The main compressed air connection with 
compressed air lines are part of compressed air installations.
In the case of stands which require an extended supply of compressed air, exhibitors shall 
apply for permission in advance through MMI. Individual regulations have to be made.
Exhibitors must ensure that the compressed air installation is designed in such a way 
that all compressed air consumers at a stand can be operated simultaneously. If MMI 
determines that the compressed air installation ordered by the exhibitor does not permit 
simultaneous operation of all compressed air consumers at a stand, MMI is authorized to 
upgrade the compressed air installation at the expense of the exhibitor even without an 
order from the exhibitor.
Lines are laid in the area channels insofar as possible, but possibly above ground if the 
location of the connection point requires this.
MMI is authorized to run compressed air lines and connections, which serve neighboring 
stands, through the stand of an exhibitor, unless MMI can make the compressed air 
connection to the neighboring stand at the same or lower costs without running lines and 
connections through the stand of the exhibitor.
If the exhibitor wants to lay pipes that cross traffic paths or other stands, prior consent 
of MMI is required. The pipes must be laid road-worthy. The exhibitor pays the costs for 
this.
A layout drawing should be sent with an order, which make the desired placement of the 
connections clear. The compressed air supply will be switched off in accordance with the 
terms or rules for the closing of the trade fair for safety reasons.

5.5.2. Stand installation
Within stands, compressed air installations may only be carried out by the exhibitor’s own 
skilled workers or by authorized specialist companies under observance of the regulations 
applicable at the event site and according to the current state of technology.
Compressed air installations within a stand can be carried out by MMI or its suppliers on 
order.
If the compressed air installation work within a stand, which includes the connections of 
consumers (equipment with compressed air connection), is not carried out by MMI or its 
suppliers, the exhibitor must inform MMI in due time before the beginning of the work, 
at the latest 4 weeks before work begin, which special companies or skilled workers will 
carry out the compressed air installation work. If MMI does not receive this information in 
due time, MMI will connect the consumers at the expense of the renter at the prices valid 
at the event time. All vessels and equipment for compressed air brought into the trade fair 
grounds must be in accordance with all relevant safety standards and regulations. The safe 
pressure of the materials and tubes for compressed air should not be less than 15 kg/cm2. 
And the pipe joint must be fixed by hoop instead of iron wires or any other materials.
Connections, machines and equipment, which are not permitted, which do not comply 
with the regulations or which have higher consumption than registered, are not permitted. 
They can be removed from the stand by MMI at the expense and own risk of the exhibitor 
and be stored for safekeeping.

5.6. Machine, Pressure Container and Exhaust Systems
5.6.1. Machine noise
The operation of machines and equipment causing noise require the prior written consent of 
MMI. Such may not annoy other event participants, create crowds of visitors consequently 
causing congestion in the aisles, or drown out the trade fair’s own loudspeakers in the 
halls. Machines and equipment causing noise may only be operated for brief intervals and 
only as long and often as demonstration purposes require. The loudness level may not 
exceed 70 dB(A) at stand borders.
MMI is authorized to restrict or prohibit those presentations (despite previously 
granted permission), which cause noise or visual annoyance or result in substantial 
negative effects on the event or event participants for any other reasons.	  

5.6.2. Exhaust gases and fumes
Combustible, unhealthy fumes and gases or those that annoy event participants may not 
be introduced into the halls. They must be drawn off to the outside using appropriate 
piping.

5.6.3. Exhaust systems
Combustible, unhealthy fumes and gases or those that annoy event participants must be 
drawn off via exhaust pipes.
The outlets may only be installed by MMI or a company contracted by it. A layout drawing 
should be sent with an order, which make the desired placement of the outlets clear.

5.7. Hazardous materials and facilities
The use of hazardous goods and facilities (e.g., compressed gases, liquid gas, combustible 
liquids, radioactive materials, X-ray systems and stray radiation devices, laser systems, 
etc.) require the prior written consent of MMI. An application for this must be submitted to 
MMI at least six weeks before the beginning of the event.

5.8. High-frequency equipment, radio installations, electromagnetic fields
Operation of high-frequency equipment, radio installations and electromagnetic fields 
require approval and must be agreed upon with MMI.
Furthermore, operation of high-frequency and radio installations is only permitted if they 
have a demonstrably sufficiently large frequency distance to the already used frequencies/
applications on the trade fair grounds. Proof of this must be provided to MMI. Information 
about the frequencies/ applications used on the trade fair grounds can be obtained from 
MMI.

5.9. Cranes, forklifts, exhibition materials, packaging materials, trade samples
The forwarding agents contracted by MMI, hereafter referred to as “trade fair forwarders”, 
have sole forwarding rights on the trade fair grounds, e.g., taking exhibits, stand 
constructions, etc. into stands including providing any required auxiliary equipment as 
well as customs clearance for temporary or definitive import. Only trade fair forwarders 
may be contracted for forwarding services within the trade fair grounds. Liability of MMI 
for all risks arising from the activity of trade fair forwarders is excluded. Storage of empties 
of any kind at the stands is prohibited.
Exhibitors are not authorized to designate MMI as recipient of goods shipments (exhibition 
materials, stand construction materials, information material and the like) or other 
shipments, which are not intended for MMI but instead for the exhibitor or a third party. 
MMI is authorized, but not obligated, to accept and store these shipments at the expense 
and own risk of the exhibitor or to contract the appropriate trade fair forwarder with 
the storage of such shipments, especially with the storage of exhibition and packaging 
materials. No claims
against MMI can be derived from this if such shipments are accepted without checking 
their appropriateness or completeness, freight and forwarding invoices are not checked, 
or goods are not stored or put away appropriately or safely.

5.10. Annoyances from exhibition materials
Exhibition materials, which cause substantial disturbance of event operations due to their 
appearance, smell, noises, vibrations or similar properties, especially those that result in 
substantial danger to or interference with event participants or objects of third parties, 
must be removed immediately upon request by MMI. This obligation of an exhibitor also 
exists if he pointed out such properties in the registration and received permission for them 
in spite of this. If an exhibitor does not comply without undue delay with his obligation to 
remove
exhibition material, MMI is authorized to remove the exhibition goods at the expense and 
own risk of the exhibitor or to close his trade fair stand without the exhibitor having any 
right to assert claims from this against MMI or the respective organizer. MMI shall set the 
dismantling time for the closed stand.

5.11. Information and communication services
All wire connections for information and communication serves to a stand are provided 
solely by MMI.

Orders should be sent with connection plans (form in the Exhibitors’ Manual), which make 
the desired placement of these connections clear.

6. Waste Management
Exhibitors are responsible for appropriate and environmentally compatible disposal of 
waste, which occurs during setup, service period and dismantling of their stands. Technical 
handling of disposal for recycling and discarding is the sole responsibility of MMI or the 
suppliers named by MMI. Exhibitors must comply with all official and legal regulations.

6.1. Waste disposal
Exhibitors and their suppliers are obligated to attempt to avoid waste when possible during 
each phase of an event. This objective must be already set in the planning and coordination 
of all those involved. In general, recyclable materials that harm the environment as little as 
possible should be used for stand construction and operation.

6.2. Waste requiring special monitoring
Exhibitors are obligated to report special waste and other waste, which is especially 
hazardous to health or the environment, explosive or combustible in its type, properties or 
quantity, to MMI and to have such disposed of properly by the supplier of MMI responsible 
for this. It is especially a question of the following waste materials:
Oil, detergents, spray cans with contents, impregnating agents, chemicals, salts, mercury 
(e.g., contained in switches and thermometers), emulsions, acids, alkaline solutions, 
varnish, glue, wax, solvents (e.g., gasoline, ethyl alcohol, tri-acetone, paint thinner and 
glycerin), batteries, accumulators, electric switches, fluorescent tubes, PVC residues (e.g., 
floor and wall plates), television and radio equipment, motors/engines and refrigerators 
The exhibitor pays the costs for disposing of these wastes. These charges are not included 
in the participation price. The same applies to disposing of construction waste, bulky 
refuse and carpets.

6.3. Waste brought to the site
Materials and waste, which are not created in connection with the event duration, setup or 
dismantling, may not be brought onto the trade fair grounds.

7. Water, sewage, soil conservation
7.1. Oil and grease traps
Nothing may be introduced into the water network, which exceeds the general hazardous 
material quantities for households.
If sewage containing oil or fat is to be introduced into the water network, which exceeds 
these quantities, grease/fat traps must be used. If mobile restaurant services are in use, 
fats and oils must collected separately and disposed of separately.
Whoever produces, processes or exhibits oily or fatty goods at his stand or whoever uses 
a dishwasher at his stand, which washes for more than two minutes, must dispose of the 
sewage created via a grease trap.

7.2. Cleaning/detergents
MMI is responsible for cleaning the grounds and aisles in the halls. Exhibitors are 
responsible for cleaning stands, and this must be complete daily before the trade fair 
or event start. If an exhibitor does not have cleaning done by its own staff, only those 
companies approved by MMI may be contracted for this.
Cleaning companies not approved by MMI are expelled from the exhibition areas.
Cleaning must only be done using biologically degradable products on principle. Liquids, 
substances or other materials, which are absolutely necessary for cleaning a stand or for 
cleaning, operating or maintaining exhibits, must be used professionally and appropriately, 
so that the environment is not polluted.
Residues including any auxiliary materials used (e.g., soaked cleaning wool) must be 
disposed of properly as special waste. Detergents, which contain solvents hazardous to 
health, may only be used in exceptional cases in line with the regulations.

7.3. Damage to the environment
Damage to the environment/soiling (e.g., due to gas, oil, solvents or paint) must be 
reported to MMI immediately.

8. Painting work
Large-scale painting is not permitted in the trade fair grounds. However, small scale 
“touch-up” painting of the exhibits and stand constructions is allowed during the set-up 
period with all necessary safety precautions in place as follows:
a. Painting in an area properly ventilated
b. Use of nontoxic paints
c. Covering all the floor involved within the trade grounds with dry paper or plastic film
d. No painting near the vertical structures (i.e. walls) of the trade fair grounds
e. No washing of paint material within or surrounding the trade fair grounds
The exhibitor is responsible for any damage resulting from painting and is liable for the cost 
of restoring the damaged and polluted parts.

9. Sand, soil and similar materials
If sand, soil, garden-use turf, moss, and other similar materials are required for the stand 
construction and exhibit presentation, an anti-leak protective layer should be put on the 
floor. The exhibitor should take all necessary precautions to prevent any part of the trade 
fair grounds from being damaged by the above-mentioned material, and ensure no water 
leakage. The exhibitor is responsible for any damage.
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